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GAL 1880 CV
Charges the GBA 18 
V/2.0 Ah in 30 minutes 
and the GBA 18 V/5.0 Ah 
in 45 minutes completely 
to 100%.

0 602 494 035 Charger GAL 
1880 CV, pack 
of 18

230 18 x 0.7

0 602 494 036 Charger GAL 
1880 CV, pack 
of 18
(UK plug)

230 18 x 0.7

GAL 18V-80
Charges the GBA 
18 V/2.0 Ah in 35 minutes 
and the GBA 18 V/5.0 Ah in 
70 minutes completely to 
100%.

0 602 494 039 Charger GAL 18V-
40, pack of 18

230 18 x 0.55

0 602 494 041 tbd 230 18 x x.xx

5

47



216

286
59 59

40

77 77

157
187

23
6

23
6

42

41
,2

70 41
,2

Ø 25

Ø 25

3/8" Vkt.

Ø
 3

1

468
397

77
59

47 58
11

4

70
70

55
54

,4

Ø 29,8

Ø 36,8

3/8" Vkt

3/8" Vkt

Ø
 3

5

Ø
 3

5

543

577

472
413

413

77

77

59

59

57
53

70
65

11
4

11
4

9,52
3/8" Vkt.

Ø
 3

1

45 56

ANGLE EXACT ION 18V model: 23-380 and 30-290   Dimensions in mm

ANGLE EXACT ION model: 30-300, 40-220, 50-200 and 60-120   Dimensions in mm

ANGLE EXACT ION 18V model: 15-500 and 8-1100 Dimensions in mm

EXACT ION 18V 
Dimensions in mm

EXACT ION WK 18V
Dimensions in mm
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0 607 453 631 Dimensions in mm 0 607 453 617 Dimensions in mm 0 607 453 618 Dimensions in mm

0 607 453 630 Dimensions in mm 0 607 451 618 Dimensions in mm0 607 453 620 Dimensions in mm

0 602 496 020 Dimensions in mm 0 602 496 021 Dimensions in mm 0 602 496 022 Dimensions in mm

ANGLE EXACT 12V
Dimensions in mm

EXACT 12V 
Dimensions in mm
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DIMENSIONAL DRAWINGS 
ISR 18V-30 P 
Dimensions in mm

ISR 18V-30 PHX
Dimensions in mm
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IDS 18V-200 T 
Dimensions in mm
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DIMENSIONAL DRAWINGS 
IDR 18V-125 T  
Dimensions in mm

IDS 18V-125 T 
Dimensions in mm
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IDS 18V-650 T  
Dimensions in mm
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REFERENCE VALUES
FOR TIGHTENING TORQUES

Strength classes as per 
DIN 267 5.8 6.8 6.9 8.8 10.9 12.9 14.9

M 1 0.0239 0.0287 0.0322 0.0382 0.0539 0.0646 0.0755

M 1.2 0.0456 0.0547 0.0618 0.0732 0.103 0.123 0.144

M 1.4 0.074 0.088 0.099 0.118 0.166 0.199 0.232

M 1.6 0.106 0.128 0.144 0.17 0.238 0.288 0.336

M 1.8 0.166 0.2 0.225 0.265 0.373 0.45 0.52

M 2 0.22 0.264 0.297 0.35 0.5 0.595 0.635

M 2.5 0.444 0.54 0.608 0.72 1.02 1.21 1.42

M 3 0.78 0.935 1.05 1.24 1.75 2.1 2.45

M 4 1.78 2.14 2.4 2.9 4 4.8 5.6

M 5 3.5 4.21 4.73 5.5 8 9.4 11

M 6 6.02 7.22 8.13 9.7 13.6 16.2 18.9

M 8 14.6 17.5 19.7 23 33 39 46

M 10 29 35 39 47 65 78 92

M 12 50 60 67 80 113 135 158

M 14 79 95 107 130 180 215 251

M 16 122 147 165 196 275 330 336

M 18 168 202 227 270 380 450 530

M 20 238 286 320 385 540 635 750

M 22 320 385 430 510 715 855 1010

M 24 410 490 455 650 910 1100 1290

M 27 605 725 815 960 1345 1615 1900

M 30 820 990 1110 1300 1830 2200 2600

M 33 1110 1340 1500 1770 2480 2980 3500

M 36 1430 1720 1930 2260 3170 3810 4500

M 39 1850 2220 2500 2970 4170 5000 5800

M 42 2290 2750 3100 3670 5170 6200 7230

Reference values for maximum screw tightening 
torques in Nm. Assumed underhead friction µtot = 
0125, calculated from the stressed cross-section; 
valid for shaft screws with a metric standard thread 
as per DIN 13, sheet 13, head contacts as per DIN 
931, 933.
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